
1.
Figure 1

1 IO-Link interface 11 Digital I/O port 7

2 Status LEDs: Power 12 Digital I/O Port 5

3 Status LEDs: Actuator 13 Digital I/O Port 3

4 Status LED: IO-Link 14 digital I/O port 1

5 Digital I/O Ports 0 15 Labels

6 Digital I/O Port 2 16 Status LED: Abnormal

7 Digital I/O ports 4 17 Expansion interface

8 Status LED: Digital I/O Port 6 Pin2 18 Earth Ground

9 Digital I/O port 6

10 Status LED: Digital I/O Port 7 Pin4



IO-Link interface diagram

as shown in picture 2.

M12, class A, male

pin illustrate
1 Power supply, +24V
2 Actuator power supply, +24V
3 GND
4 C/Q, IO-Link data transfer channel

picture 2

3.

pin illustrate

1 Power supply, +24V

2 communication

3 GND
4 communication

picture 3

4.

pin Function
1 Max 350mA,+24V
2 Digital input/output
3 0V, GND
4 Digital input/output
5 Function

picture 4

5. IO-Link

surface 1-1

Data transmission baud rate COM2 (38.4kbit/s)
Minimum cycle time 4.5ms
Process data cycle time 4.5ms, consistent with the minimum cycle

time
Process data length 4 bytes in, 4 bytes out
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DPP SPDU
object
name

length scope Defaultsind
ex

inde
x

sub-
index

i
d
e
n
t
i
f
y
i
n
g

d
a
t
a

Supplier
ID

2 0x0454

Device
ID

3 0x099EE0

0x10 0 Supplier
name

19

read only

FAS(Fujian)Co.,LTD

0x11 0 supplier
text

16 www.fas-elec.com

0x12 0 product
name

max 64 FNI IOL-332-002-M12 with FNI IOL-332-002-M12

0x13 0 Product
ID

max 32 00BD31 with 00BD31

0x14 0 Product
text 44 IO-Link M12 PNP 16DI/DO extended with other

0x16 0 hardware
version

3 20211010

0x17 0 Firmware
version

3 2.04

pa
ra

m
et

e
r

da
ta

0x40 0 bit
inversio
n

4 00000000-FFFFFFFF 0x00000000

0x41 0 directio
n

4 00000000-FFFFFFFF 0x00000000

picture 7



注：

0x40 Set bit reverse: 0-bit is not reversed, 1-bit is reversed, such as

external input is 0x0000, when 0x40 is 0x00000000, the value is 0x00000000

(not reversed), when 0x40 is 0xFFFFFFFF, the value is 0xFFFFFFFF ( reverse).

0x41 Set direction: 0-input, 1-output.

Error
code

Additional code

Device app

error

0x80

Index not
available 0x11

Subindex not
available 0x12

value out of
range 0x30
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